100% Solids Self-Priming Epoxy Floor Coating
HARDENER - PART B - 3300

*MUST BE MIXED WITH PART A - RESIN

PREPARATION: Floors must be prepared to recommended guidelines.(See Technical Sheet)

MIXING PROCEDURE:

Mix 2 parts A with 1 part B by volume into a clean mixing
container. For priming, mix 1qt. of acetone for every 1.5
gallon kit of BDC3300. Mix the epoxy with a slow speed
drill with a mixing paddle attachment. Blend for 3 to 4
minutes. Carefully scrape the sides and bottom of the pail
during mixing. Immediately after mixing, spread the
product on floor. Neatly cut-in all edges with a brush and
roll the center using a 3/8” nap roller. Please Note: Large
batches of epoxy will cure much faster in hot weather. We
do not recommend applications over 90° F.

POT LIFE: 60 minutes (80z. (250g.) at 77° F.
COVERAGE: 100-300 Square feet per gallon

DRYING TIME: Dry to touch in 5 hours @ 77°F, 50%
humidity. Recoat after 24 hours @ 77°F, 50% humidity.
Allow light foot traffic after 24 hours @ 77°F, 50%
humidity. Allow vehicular and other heavy traffic after 72
hours @ 77°F, 50% humidity.

SHELF LIFE:

A minimum of 1 year in original, unopened container.
STORAGE:

Store in dry area, between 50° F and 95° F. Protect from
direct sunlight.
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Manufactured by: B. D. Classic Enterprises, Inc.
403” 12903 Sunshine Avenue, Santa Fe Springs, CA 90670-0445 Fax 562-946-8572
H

DO NOT APPLY BELOW 50°F OR ABOVE 90°F

CLEAN UP:
Remove uncured epoxy from tools and equipment
with a suitable solvent (i.e. Acetone). Cured material
may only be removed mechanically.

HEALTH PRECAUTIONS:

Component A - IRRITANT - Prolonged skin or eye
contact may cause sensitization and irritation.
Component B - IRRITANT - Contact with skin or eyes
may cause sever burns.

FIRST AID:

Skin Contact: Wash thoroughly with soap and water.
Eye Contact: Flush immediately with clean water and
contact a physician.

Respiratory Problems: Remove affected person to
fresh air and immediately after use. Wash clothing
before reuse.

WARNING: KEEP CONTAINER CLOSED WHEN NOT
IN USE. KEEP OUT OF REACH OF CHILDREN. NOT
FOR INTERNAL CONSUMPTION. FOR PROFESSIONAL
USE ONLY BY A QUALIFIED TECHNICIAN.

Consult the Material Safety Data Sheet for further health

and safety information.

Pho. 800-543-8551

Uses: 100% Solids Self-Priming Advantages:
® Seamless ® Low Odor
Industrial Floors oxv Floo e Low Viscosity
e Garages ® Superior Chemical
e Showrooms Resistance
® Warehouses ® Excellent Color
COATING
e Kitchens ® Exceptional Gloss Retention
O R GGG ® Prevents Algae, Mildew,

3300

& Fungal Growth (astM G.21)
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1/2 Gallon
(640z. - 1.893L)

For use with
3300A Pigmented Resin




